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NOTES: 

I.	 ALL DIMENSIONS ARE IN INCHES 
MILLIMETERS ARE IN BRACKETS. 

2.	 ALL DIMENSIONS ARE REFERENCE ONLY. 
3.	 DO NOT SCALE FROM DRAWING. 

D4.	 THE DRIP SHIELD IS CLASSIFIED AS IMPORTANT 
TO WASTE ISOLATION (ITWI). 

DESIGN INPUT REFERENCE LIST 

BASIS OF DESIGN FOR THE TAD CANISTER-BASED REPOSITORY 
DESIGN CONCEPT 000-3DR-MGRO-00300-000-000. 

REFERENCE DRAWINGS 

OOO-MOO-SSEO-OOIOI-OOO INTERLOCKING DRIP SHIELD 
CONFIGURATION 

000-MOO-SSEO-00102-000 INTERLOCKING DRIP SHIELD 
CONFIGURATION 

000-MOO-SSEO-00103-000 INTERLOCKING DRIP SHIELD 
CONFIGURATION 
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EXTENSIVE REVISION - CHANGED MATERIAL FROM SB-265 (UNS
R56405) TO SB-265 (UNS R56404) PER TMRB-2006-004.OOB I~ NIAREVISED DIMENSIONING SCHEME. REVISED NOTE 4. ADDED f)!dl K:/ 

1,to ~4L~~DESIGN INPUT REFERENCE LIST. ADDED REFERENCE DRAWINGS. -~r"" 
OOA INITIAL ISSUE 3/3/04 ZC TD AS CC NIA JC 
REV DESCRIPTION DATE ORG CHK EGS PE DEM OE 

REVISION HISTORY 
A7:GI~;~l:;ROV'LS Z~NI:'::;:: U.8.cIl!~!lMcm9a!!n~I!.tGY 

t-C-HEC-KER-----I----~BECHTEL Management and Operat i on of the Off i ce of 
T. DEBUES TD 3/3/04 SAICCOfvWJAN"u.c Civilian Radioactive Waste Management Program 
ENGINEERING GROUP SUPERVISOR 

A. SCHEIDER AS 3/3/04 DRIP SHIELDPROJECT ENG INEER 

C. CHAGNON CC 3/3/04	 SUPPORT BEAM LARGE 
DISC IPLI NE ENG INEER IKG MANAGER 

N/A	 N/A 
SAFETY CLASS IFICA11ON DOCUMENT	 IDENT!FIER:THIS DRAWING IS PRELIMINARY AND NOT 

INTENDED FOR CONSTRUCTION, PROCUREMENT AS NOTED OOO-MOO-SSEO-OI901-000
OR FABRICATION. QE CONCURRENCE	 SIZE SCALE CAD FILE	 IREVI

OOO-MOO-SSEO-OI901-000.DRW OOBJ. CLARK	 JC 3/3/04 D NONE 
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MATERIAL: SB-265 (UNS R56404)

8 REQUIRED
 




